
525 20.7

270 10.6

238.0 9.4

114.0 4.5

476.0 18.7

24.1 .9  MIN
79 [3.1] MAX

24.5 1.0 24.5 1.0

36.8
FOOT SIZE

522.0 20.624.5 1.0 71.5 2.8

618.0 24.3

3X 195.0 7.7

2X 248.4 9.8 2X 248.4 9.8

3X 43.7 1.7

2X12.3 .5

M4X0.7 8MM 6 PLACES
MAX TORQUE 10 IN-LB

DIMENSION 'A'
(SEE LENS TABLE)

546.5 21.5

123.0

CENTER OF GRAVITY
(WITHOUT PROJECTION LENS)

3X 195.0 7.7

39.8 1.6

12.3 .5

13.0 .5

19.9 .8

34.5 1.4

2X 225.0 8.9 2X 225.0 8.9

3X 43.7 1.7121.3 4.8

M4X0.7 8MM 9 PLACES
MAX TORQUE 10 IN-LB

282.0

312.0

190.5 7.5

40.0 1.6

145.5 5.7

36.5 1.4

194.5 7.7
258.5 10.2

36.2 1.4

212.7 8.4

358.0 14.1

414.0 16.3

290.0 11.4

217.7 8.6

RIGGING POINTS
6X M8X1.25 14
HOLES MARKED 'D'
MAX TORQUE 45 IN-LB

D

D D

D

D

D

SAFETY POINT
M8X1.25 14
MAX TORQUE 45 IN-LB

GENERAL NOTES:

1. APPROX. MASS:42kg [92.5 LB], WITHOUT LENS

2. OPERATING CONDITIONS:
1. AMBIENT AIR TEMPERTURE: 5°C (41ºF) TO 40°C (104ºF) MAX UP TO 300m (~1,000FT)
2. ALTITUDE: 0-3000m (10,000FT)
3. RELATIVE HUMIDITY (NON-CONDENSING): 10%-80%

3. ROOM HEAT LOAD: 1800 W (6,140 BTU/h) MAX

4. POWER REQUIREMENTS:
1. BRIGHTNESS LIMITED MODE: SINGLE PHASE 100-120VAC 50/60Hz, 12A,  
    A CERTIFIED BREAKER IS REQUIRED AS PART OF THE INSTALLATION
2. NORMAL OPERATION MODE: SINGLE PHASE 200-240 VAC 50/60Hz, 9A, 
    A CERTIFIED BREAKER IS REQUIRED AS PART OF THE INSTALLATION
3. POWER CONSUMPTION IS 1.8kW MAX

5. SEE SHEET 2 FOR MINIMUM CLEARANCE FOR AIRFLOW

6. SEE SHEET 2 FOR FOR MAINTENANCE ACCESS POINTS

CENTER OF GRAVITY
(WITHOUT PROJECTION LENS)

04

04

LENS  TABLE
(SEE SHEET 4 FOR MORE DETAILS)

PROJECTION LENS CDS PART NUMBER DIMENSION 'A'
MM (IN)

LENS WEIGHT
KG (LBS) CATEGORY

FIXED

HD/UHD/WU/UHD+

0.37:1 118-131106-XX 329 (13.0) 8.0 (17.6) RG2

0.67:1 118-100110-XX 255 (10.0) 5.6 (12.3) RG2

1.1:1 ** 118-100117-XX ** 319 (12.6) 6.2 (13.7) RG2 **

ZOOM

HD/UHD/WU/UHD+

0.8-1.16:1 ** 118-130105-XX ** 350 (13.8) 11.2 (24.7) RG2 **

1.16-1.49:1 118-100111-XX 277 (10.9) 6.3 (13.9) RG3

1.4-1.8:1 118-100112-XX 245 (9.6) 6.0 (13.3) RG3

1.8-2.6:1 118-100113-XX 210 (8.3) 5.0 (11.0) RG3

2.6-4.1:1 118-100114-XX 196 (7.7) 5.2 (11.4) RG3

4.1-6.9:1 * 118-100115-XX * 327 (12.9) * 3.8 (8.3) RG3

6.9-10.4:1 * 118-100116-XX * 612 (24.1) * 5.3 (11.7) RG3

ULTRA HIGH CONTRAST

HD/UHD/WU/UHD+

0.67:1 118-132107-XX 256 (10.1) 5.7 (12.6) RG2

0.8-1.16:1 ** 118-133108-XX ** 350 (13.8) 11.2 (24.7) RG2 **

1.28-1.87:1 *** 163-165103-XX *** 257 (10.1) 5.5 (12.1) RG3

* Requires a lens hood extension to use with this product. Dimension 'A' length includes lens hood.
   The 4.1-6.9:1 zoom lens requires a 185 mm lens hood extension (P/N: 163-168106-XX).
   The 6.9-10.4:1 zoom lens requires a 410 mm lens hood extension (P/N: 163-167105-XX).
   Hood not required when M4K25 & M4K+ 25 RGB used in low line mode.
** RG2 classification in low line mode only. Otherwise, classify as RG3.
*** Silk screen references 2K throw ratio 1.2-1.75:1
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PART DESCRIPTION

DWG LINE M 4K/4K+25 RGB
SIZE PART NUMBER

020-103552-01
REVISION

SCALE
1:4

MASS
- LBS [- KG] SHEET 1 OF 5

THIRD ANGLE PROJECTION

REVISION HISTORY OF: 020-103552-01
DESCRIPTION OF CHANGE BY REV DATE

E

UNLESS OTHERWISE SPECIFIED

DECIMAL PLACES INCHES MILLIMETRES
.XXX
.XX
.X

± .063
± .125
± .250

± 1.6
± 3.1
± 6.3

ANGULAR DIMENSIONS

XX°
XX.X°

±1.0°
±0.5°

INTERPRET DIMENSIONS AND TOLERANCES
PER ASME Y14.5M-1994

TOLERANCES APPLY AS SHOWN BELOW

INCHESUNITS MILLIMETRES

APPROVED BY:

APPROVAL DATE:

DRAWN DATE:

DRAWN BY: J. MARIC

06/11/2021

04

REV
01
02

03

04

INITIAL RELEASE
UPDATED DESCRIPTION. CORRECTED ADJUSTMENT RANGES OF
THE STACKING FRAME. ADDED CEILING MOUNT SHEET WITH
ADJUSTMENT RANGES SHOWN. ADDED TORQUE SPECS FOR
BOTTOM RIGGING POINTS AND SAFETY POINT. LONG THROW
LENSES SHOWN WITH LENS HOODS INSTALLED TO INDICATE
TOTAL LENGTHS. ADDED WU/UHD+ RESOLUTIONS ON THE LENS
TABLE
REMOVED SXGA+ FROM LENS DWG. ADDED LASER
CLASSIFICATION TO LENS TABLE. UPDATED PART NUMBERS
IN LENS TABLE.
UPDATED RIGGING AND SAFETY POINTS MAX TORQUE FROM
30IN-LB TO 45IN-LB

JM
JM

RK

UR

06/11/2021
09/01/2022

09/19/2023

05/28/2024

NOT TO BE DISCLOSED OR REPRODUCED IN 
ANY MANNER WITHOUT THE EXPRESS WRITTEN 

PERMISSION OF CHRISTIE DIGITAL SYSTEMS 
USA, INC. OR ITS AFFILIATES LISTED ON 

www.christiedigital.com
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250.0 9.8  MIN
SIDE INTAKE
CLEARANCE

250.0 9.8  MIN
REAR EXHAUST

CLEARANCE

100.0 3.9  MIN
LINE CORD

CLEARANCE

AIR INTAKE SIDE

[200 CFM]

AIR EXHAUST SIDE

[200 CFM]

45.0°

SERVICE DOOR
AIR FILTER

141.5 5.6

57.7 2.3
MAX FOOT
EXTENSION

30.0°
47.1 1.9

SERVICE DOOR
COLOUR SENSOR BOARD

MINIMUM CLEARANCES MAINTENANCE ACCESS
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SIZE PART NUMBER

020-103552-01
REVISION

SCALE
1:4
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- LBS [- KG] SHEET 2 OF 5
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714.6 28.1

509.0 20.0

60.0 2.4

416.0 16.4

4.0°

3.5°

STACKING FRAME
ADJUST RANGE

654.6 25.8

42.2 1.7

600.0 23.6

5.5° 2.5°
STACKING FRAME

ADJUST RANGE

745.3 29.3

DISTANCE TO FRONT FEET
631.6 24.9

181.3 7.1

3.5°

1.5°

STACKING FRAME
ADJUST RANGE

STACKING FRAME M-SERIES
118-100107-XX

NOTE: REFER TO SHEET #1 FOR MAX TORQUE VALUES 
WHEN SECURING PROJECTOR TO STACKING FRAME
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SIZE PART NUMBER

020-103552-01
REVISION

SCALE
1:4

MASS
- LBS [- KG] SHEET 3 OF 5

E

NOTES:
 1. SIMPLIFIED PROJECTOR MODEL SHOWN IN ALL VIEWS
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57.2 2.3

428.4 16.9

460.2 18.1

5.0° 
CEILING MOUNT
ADJUST RANGE

335.9 13.2

281.9 11.1

267.2 10.5 260.3 10.2

4.7 .2

MOTION RANGE
77.2 [3.0]

MOTION RANGE
77.2 [3.0]

CEILING MOUNT YAW
ADJUSTMENT RANGE

360

453.6 17.9

158.4 6.2

CEILING MOUNT
ADJUST RANGE

20°

1.5" NPT PIPE
FITTING

CEILING MOUNT M-SERIES
118-100108-XX

NOTE: REFER TO SHEET #1 FOR MAX TORQUE VALUES 
WHEN SECURING PROJECTOR TO CEILING MOUNT
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238.5 9.4

163.0 6.4

361.1 14.2

118-100110-XX LENS ILS 0.67:1 HD/UHD/WU/UHD+ 

302.3 11.9

422.2 16.6

169.0 6.7

118-100117-XX LENS ILS 1.1:1 HD/UHD/WU/UHD+
** RG2 CLASSIFICATION IN LOW LINE MODE ONLY

139.0 5.5

259.8 10.2

378.2 14.9

118-100111-XX LENS ILS 1.16-1.49:1 HD/UHD/WU/UHD+ 

139.0 5.5

192.6 7.6

311.0 12.2

118-100113-XX LENS ILS 1.8-2.6 HD/UHD/WU/UHD+

152.0 6.0

198.0 7.8

312.5 12.3

429.7 16.9

118-131106-XX LENS UST ILS 0.37:1 HD/UHD/WU/UHD+
(NOT FOR USE WITH STACKING FRAME)

139.0 5.5

228.0 9.0

346.2 13.6

118-100112-XX LENS ILS 1.4-1.8:1 HD/UHD/WU/UHD+ 

139.0 5.5

178.4 7.0

296.8 11.7

118-100114-XX LENS ILS 2.6-4.1:1 HD/UHD/WU/UHD+

128.8 5.1

240.2 9.5

358.4 14.1

163-165103-XX LENS ILS 1.28-1.87:1 HD/UHD/WU/UHD+ (1.2-1.75:1 2K)

193.0 7.6

332.8 13.1

450.6 17.7

118-130105-XX LENS ILS 0.8-1.16:1 HD/UHD/WU/UHD+
** RG2 CLASSIFICATION IN LOW LINE MODE ONLY 

218.3 8.6

309.6 12.2

428.0 16.9

118-100115-XX LENS ILS 4.1-6.9:1 HD/UHD/WU/UHD+

*REQUIRES 185MM LENS HOOD EXTENSION 163-168106-XX

HOOD NOT REQUIRED WHEN M4K25 & M4K+ 25 RGB USED IN LOW LINE MODE

263.5 10.4

594.1 23.4

712.5 28.1

118-100116-XX LENS ILS 6.9-10.4:1 HD/UHD/WU/UHD+

*REQUIRES 410MM LENS HOOD EXTENSION 163-167105-XX

HOOD NOT REQUIRED WHEN M4K25 & M4K+ 25 RGB USED IN LOW LINE MODE

361.1 14.2
238.5 9.4

163.0 6.4

118-132107-XX LENS ILS 0.67:1 HD/UHD/WU/UHD+

332.8 13.1

450.6 17.7

193.0 7.6

118-133108-XX LENS ILS 0.8-1.16:1 HD/UHD/WU/UHD+
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